
P7 Pool Fittings, Outlet Fitting - Suction and Vacuum

91602501 EM2841 1.5”/50mm Solvent,
G2A Screwthread 150-240Concrete

Code Model Flow Rate
(L/min)PoolConnection

Conduit EM2841

91602502 EM2842 1.5”/50mm Solvent,
G2A Screwthread 150-240Vinyl

Code Model Flow Rate
(L/min)PoolConnection

Conduit EM2842

Water Level Regulator 

88570203 RO-7 White ABS Inlet: φ20mm or 3/4”BSP, Outlet: φ50mm 30 - 50

Code Model Flow Rate
(L/min)Color Material Connection

Other Fittings

91600401 EM2510 Hydrostatic Valve
for Fiberglass Pool 150-240

Code Model Flow Rate
(L/min)Description

Hydrostatic Valve 
for Fiberglass 
Pool EM2510

100

183

80

91601502
91601503

EM2822A
EM2822B

115
Nil

Code Model Flow Rate (L/min)

Cover of 
Suction 
Fittings

Pool Fittings, Outlet Fitting - Suction and Vacuum                P8

Outlet Fittings SUCTION AND VACUUM

40.85

47.80

38.78

64.00

71.00

Vacuum Lock 
Safety Wall Fitting 
EM2855

91601522 EM2855

Code Model Flow Rate
(L/min)Connection Measure

Imperial38mm Solvent,G1.5A Screwthread 150-240

91601518
91601520
91601519
91601521

EM2848(A)
EM2848(A1)
EM2848(E)
EM2848(E1)

Code Model Flow Rate
(L/min)Connection Measure

Vacuum Fitting 
(Concrete Pool)
EM2848

1.5” / 2” Class 12 Solvent
 2” Class 15 Solvent

50mm / 63mm PN10 Solvent
63mm PN16 Solvent

Imperial
Imperial
Metric
Metric

150-240
150-240
150-240
150-240

66,4

Ă118,6

-


	split_compressed_PF Cover
	split_compressed_PF P1-2
	split_compressed_PF P3-4
	split_compressed_PF P5-6
	split_compressed_PF P7-8
	split_compressed_PF P9-10
	split_compressed_PF P11-12
	split_compressed_PF P13-14
	split_compressed_PF Cover



